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DRAWING NO. LAI0120
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5.Packing / PTFE

12.Body / C.S.A108 GR 1020

13.Stem Washer / S.S.304 A276

8.Seat Retainer / C.S.A108 GR 1020

10.Gasket / PTFE

4.Packing Bushing / S.S.304 ASTM A276

9.Seat / Reinforced Teflon 15% GFT

7.Thrust Washer / Reinforced Teflon 15% GFT
6.Stem / S.S.304 ASTM A276

3.Handle Nut / C.S.Plated
2.Handle / C.S.Plated
1.Handle Grip / Vinyl
NAME / MATERIAL

14.Spring Washer / S.S.304 A276

11.Ball / S.S.304 ASTM A276

15.Belleville Washer / S.S.301
3/4" - 2000 WOG

A108
NACE- MR-0175

          CSS DR-1
0896 L

FOR 1/4" & 3/8"
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GREAT SEQUOIA CORP.
3F, NO. 57,FU-HSING NORTH ROAD, TAIPEI, TAIWAN
TEL: 886-2--2771-0164             FAX: 886-2--2773-3342

Website: www.sequoia.com.tw
E-MAIL: sequoia@ms10.hinet.net

NOTE: 1. 22HRC MAX. MATERIAL HARDNESS TO
               COMPLY WITH NACE STD MR-0175
           2. OVAL HANDLES OPTIONALLY AVAILABLE.
           3. A108 GR. 1020 MEETS PHYSICAL 
               CHARACTERISTICS OF A105
           4. MATERIAL TEST RESULTS AND INSPECTION
               CERTIFICATES AVAILABLE UPON REQUEST. 


