
TYPE 3000 ,1/4"-1"
TYPE 2500 ,1-1/4"-2"
TYPE 2000 ,2-1/2" & 3"
TWO PIECE BODY
FULL PORT
NPT THREADS TO ANSI B1.20.1
BLOWOUT-PROOF STEM

2500 P.S.I. W.O.G. 1-1/4"-2" @ 100°

CSS-F-2

DRAWING NO. LAI0122

REVISION NO. B2
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TEMPERATURE

3000 P.S.I. W.O.G. 1/4"-1" @ 100°

ACTUATOR MOUNTING PAD
FLOATING BALL DESIGN
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PRESSURE-TEMPERATURE RATING

S I Z E

1/4"-1" 100°F(38°C)

1-1/4"-2" 100°F(38°C)

(mm/in)
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1.378

81.00
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8.Gasket / VITON-ORING(1)

14.Screw / A307 Carbon Steel
13.Spring & pin / A276 TYPE 304
12.Body / A216 WCB
11.Seat / Reinforced Teflon 15%GFT
10.Ball / A276 S.S.316
9.Cap / A216 WCB

3.Lockable Stop Plate / C.S. Plated

7.Stem / A276 S.S.316
6.Thrust Washer / Reinforced Teflon 15%GFT
5.Packing / VITON-ORINGS(2)
4.Stem Bearing / NYLON

2.Retainer Spring / Carbon Steel
1.Handle / A536 Grade 65-45-12 Ductile-lron
NAME / MATERIAL
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3.346

3.661

93.00

85.00

62.00
2.441
69.00

62.00

2.441

1.807

125.75

5.344
135.75
4.951

86.10

3.622
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ANTI-STATIC DEVICE
LOCKING DEVICE
NACE MR-0175

2000 P.S.I. W.O.G. 2-1/2" & 3" @ 100°

F

F
F

(1)

NOTE: (1) ALL MOUNTING PADS ON 1/2" TO 3" ARE NOT TAPPED
                BUT HAVE RESERVE HOLES CASTED IN.  RECOMMENDED
                THREAD SIZES ARE LISTED FOR REFERENCE.

FIG CSS-F-2

WOG     3000     STEM     316
SIZE        1        BALL      316

BODY     WCB    SEAT     RPTFE

FIG CSS-F-2

WOG     2500     STEM     316
SIZE        2        BALL      316

BODY     WCB    SEAT     RPTFE

FIG CSS-F-2

WOG     2000    STEM     316
SIZE         3       BALL      316

BODY    WCB    SEAT      RPTFE

BALL SEAT    MAX.TEMP     SEATS RATING(1)
                      214°            20682 KPA
                      400°           3000PSIG(2)
R-PTFE C

F

(1)  AT - 29 °  (-20° ) TO 38 °  (100° )
(2)  3000 PSIG FOR 1/4"-1"

      2500 PSIG FOR 1-1/4"-2"
      2000 PSIG FOR 2-1/2" & 3" 

FC C F

NACE           TAIWAN
     SIZE 1/4" ~ 1"

NACE           TAIWAN
     SIZE 1-1/4" ~ 2"

NACE           TAIWAN
     SIZE 2-1/2" & 3"

SIZE 1/4" & 3/8"

SIZE 1/2" - 3"

MARKKING / NAME PLATE

ANTI - STATIC DESIGN
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20682

2-1/2"-3" 100°F(38°C)

GREAT SEQUOIA CORP.
3F, NO. 57,FU-HSING NORTH ROAD, TAIPEI, TAIWAN
TEL: 886-2--2771-0164             FAX: 886-2--2773-3342

Website: www.sequoia.com.tw
E-MAIL: sequoia@ms10.hinet.net


